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STEPPER MOTOR 
FOR SCAN HEAD 
POSITIONING 



SCAN 
HEAD 



LEFT HAND 
GUIDE 
POST 14 



LEFT HAND 
STOP 
POST 18 




FINGERPRINT 
PLATEN 26' 



RIGHT HAND 
GUIDE 
POST 16' 



RIGHT HAND 
STOP POST 20' 



FINGER GUIDE FOR USE WITH 
MOVABLE SCAN HEAD SCANNER 
(TOP VIEW) 
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MOVABLE FINGER GUIDE FOR 
USE WITH SOLID STATE SCANNER 



FIG. 4 
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Guide Post 50 



Pressure Sensitive 
Membrane Switch 52 
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Pressure Sensitive 
embrane Switch 52 



FIG. 5 
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Indiv. Keypad 
Cond. Ink 
Buttons 



V 



o 

66 




F IG. 6 A 



One Long Continuour Strip of Cond. Ink 
For Sensing Any Part of The Finger. 

v / 
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Many Individual Strips (Circuits) 
To Indicate 2 Tnings; 

1 . Finger is in place. 
2. Finger length 

^FIG.6C 
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Large Fingerprint Scan 
Area For 
Simultaneously 
Scanning 2 
Fingers 92 

User Friendly LED 
Indicators To Convey 
Scan Process 94 



Finger Guide Ensuring 

Accurate Finger Aa ~. . ol . 
Placement 82 x 16 Character x 2 Line 
\ Backlit 
* Liquid Crystal Display 



High-Speed 
Wireless RF 
Communication 
Link With 250-Ft 
Range 



Positive Lock 

Down For 
Secure Cradle 
Storage In 
Squad Car 



Optonal Hard-Wire 
Communications 
Link to PC 



Automatic Battery 

Recharging 
Terminals When 
Stored 
In Cradle 




Easy Power-On Trigger 
With Automatic Power-Off 
To Preserve Battery Life 96 



Commercially Available, 

Standard Ni-Cad 
Rechargeable Batteries 



Soft Outer Covering 
For Ruddedness As 
Well As Officer Safety 
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